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X (Ø 25 mm) +  Cappe Ø 13 mm

x10
(x20 : 052239)

x18
(x6 : 049987)

x6
(x6 : 049994)

x18
(x6 : 049970)

X4A (x2) + X4B + X4C + X2 (Cu)
Ref 020733 (LIQUID)

X4A (x2) + X2(Cu) + X5
Ref 022324 (LIQUID)

X1 Ref 050501
8 bar / 550 DaN

X5 Ref 050549 8 bar / 200 DaNX2 Ref 050518 8 bar /400 DaN X6 Ref 050587 8 bar /400 DaN

X4 Ref 050532 8 bar / 120 DaN

X4A Ref 020702 8 bar / 150 DaN

X4B Ref 020719 8 bar / 150 DaN

X4C Ref 020726 8 bar / 150 DaN

Ref 051614

X11 Ref 051607
3 bar 150 DaN

X4A + X4A X4A + X4B

X4B + X4B X4A + X4C

X4C + X4C X4B + X4C

Ø10 (x2)
Ref 052895
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Test piece packs
HLE / HTS 1,0 mm (x150) Ref 050181

THLE / VHTS 2,5 mm (x150) Ref 050167

Set of arms for liquid  
cooled X clamp

SPOT WELDERS 
ACCESSORIES

Set of arms for liquid cooled X clamps of GYSPOT BP.LX and LCX. Arms also compatible with X clamp of air 
cooled 100 R and 32 D spot welding machines.
X1, X2, X5, X6 arms are designed for liquid cooled machines.
The arms are in copper except X4, X5 and X11 arms which are in aluminium. (X5 electrodes are in copper)
Before removing the arm from its holder, it is mandatory to stop the pump by selecting
the “clamp adjustment” mode.

SPOT WELD TESTING KIT CONSUMABLES

Cap removal tool
Ref 050846

Contact grease
Ref 050440

Consumables box Spotter
Ref 050068

X4 (A, B & C)
combinations

X arm holder


