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UPGRADED WI-FI KIT
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Code postal :

JBDC

ZI, 134 Bd des Loges

53941

Saint-Berthevin

Email : contact@companyname.com

www.companyname.comSite Web :

Téléphone :
Télécopie :

0243510101

0243510102

1450UT53Immatriculation :

308SWModèle :

01/01/2017Mise en circulation :

AILE ARRIERE
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Ordre de réparation : 977AC92

Commentaires

Date du journal : 05/04/2018

Marque : PEUGEOT

N° châssis : 12365849

Commentaires :

Intervention :

Date Mode Outil
Consignes

Temps
(ms) Intensité (kA) Serrage

(daN)

Mesures

Intensité (kA) Serrage
(daN)

Etat

GYSPOT BP.LG (1712009013)

Epaisseur
(mm)

Id

1 Auto Pince en C n°1 Point Ok630 9,4 325 9,4 325 3,505/04/18 10:22

2 Auto Pince en C n°1 Point Ok630 9,4 325 9,3 325 3,505/04/18 10:22

3 Auto Pince en C n°1 Point Ok490 8,2 240 8,2 240 2,005/04/18 10:22

4 Auto Pince en C n°1 Point Ok510 8,3 250 8,2 245 2,105/04/18 10:22

5 Auto Pince en C n°1 Point Ok510 8,3 250 8,3 245 2,105/04/18 10:22

6 Normal Pince en C n°1 Point Ok350 7,3 225 7,3 225 -05/04/18 10:23

7 Normal Pince en C n°1 Point Ok350 7,3 225 7,2 225 -05/04/18 10:23

8 Normal Pince en C n°1 Point Ok400 8,1 265 8,0 265 -05/04/18 10:23

9 Normal Pince en C n°1 Point Ok400 8,1 265 8,1 260 -05/04/18 10:23

10 Normal Pince en C n°1 Point Ok400 8,1 265 8,1 270 -05/04/18 10:23

11 Manuel Pince en C n°1 Pression faible400 8,1 510 8,1 440 -05/04/18 10:23

Ref. 070691

This upgraded Wi-Fi kit enables remote communication between a spot welding 
machine and a PC. Once set up, all information exchanges can be done wirelessly, 
including traceability reports.

DYNAMIC CONNECTION

FULL TRACKING SOFTWARE

COMPATIBILITY

The equipment allows the user to connect their 
spot welder to a PC in order to:

• retrieve logs (reports) (to track their work or to 
forward it to an insurance company)

• update the welding settings

• add new languages

• adjust the settings using the GYSPOT software

• consult the online manual

The fully integrated GYSPOT software can 
track the complete welding process:

- selecting a language
- user identity
- traceability
- viewing archived job reports
- wiping an SD card
- completing information reports
- printing a report
- exporting reports as a PDF file
- importing a manufacturer’s configuration file
- adding / modifying / deleting an item stored in the 
USER file

The upgraded Wi-Fi kit is compatible with the following spot welding machine models:

PTI-G

SD card reader

Wireless Wi-Fi 
internet card

Welding report example:

Accessories
Spot Welding


